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OVERVIEW

Audemat’s GOLDENEAGLE TV is a powerful and professional yet affordable solution for analog TV monitoring in PAL, SECAM, 
NICAM, A2 Stereo or NTSC standards. Deployed either at the transmitter site or in the coverage area, the unit sequentially 
monitors a set list of stations and continuously ensures that your TV network complies with both legislation and your 
expectations. With its Ethernet interface, the GOLDENEAGLE TV can be controlled remotely using the user-friendly software 
supplied or an SNMP-based network software package such as Audemat’s Broadcast Manager. 
The GOLDENEAGLE TV offers several highly innovative features such as multi-channel monitoring (up to 40 programs), audio/
video streaming and recording, video test line analysis, automatic scanning and remote control GPIOs (General Purpose 
Inputs/Outputs).

APPLICATIONS
On-site and Off-Site Monitoring for:

Broadcasters who can supervise transmission networks and thus 
provide better service to their customers
Regulation authorities who can make sure standards are followed
Service providers who can offer monitoring services to TV channels
Local TV chief engineers and national networks who need a centralized 
management solution
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FEATURES 

RF monitoring of up to 40 channels
Compatible with PAL, SECAM, 
NICAM, A2 Stereo and NTSC 
standards
Automatic band scanning
Video test line analysis
Real time measurements, analysis, 
content display and recording
Audio/video streaming and 
recording
Remote application 
Optional extended transmitter 
remote control capabilities: 10 
slots available for I/O boards (max. 
1 metering board)
ScriptEasy V2 and MasterView 
for I/O conþguration and status 
visualization
Using TCP/IP, GOLDENEAGLE is 
compatible with any SNMP based 
Manager such as Broadcast Manager
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On-Site or Off-Site Monitoring:

The unit sequentially monitors a set list of stations and 
continuously ensures that your broadcast network complies 
with both regulations and your expectations. 
With its Ethernet interface, the GOLDENEAGLE TV can be 
controlled remotely using the user-friendly software supplied 
or an SNMP-based network software package such as 
Audemat’s Broadcast Manager.

BENEFITS

Track the real-time status of 
your signal 24/7/365

Instant notiþcation of any out-
of-tolerance condition

Automatic Scan alerts you 
to any potential sources of 
interference

Analyze recorded measurements 
and logs to track performance 
and identify trends 

Check conformity of 
transmission with Spectrum 
Analyzer display

View what your audience views 
with audio/video streaming to 
your desktop
Access, conþgure & control all 
equipment at the transmitter 
site with remote control over 
TCP/IP
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GOLDENEAGLE TV

Signal monitoring

The RF demodulator automatically and sequentially browses all the 
stations conþgured in the list. 
A status page gives an overview of all monitored stations; colors 
indicate the presence of any current alarm.

For each channel, you can 
customize the parameters 
which will trigger alarms 
using a modern and intuitive 
interface.

Real-time and recorded measurements

In addition to its monitoring role, the GOLDENEAGLE TV also offers 
remote measurement features (real-time and recorded).
All values captured during the monitoring process are stored in the 
unit for 30 days, offering the possibility to display historical analysis 
of data in graphic form. Data can also be exported in csv format.
The GOLDENEAGLE TV also offers real-time remote measurement, 
focusing the receiver on a selected channels.

Snapshots

With the GOLDENEAGLE TV’s snapshot viewer, you can verify all 
conþgured channels at a glance. The snapshots are frequently 
refreshed and the status for each channel is also displayed on the 
page.

Recording

In addition to real time streaming, you may also schedule up to 10 
daily recordings. The recorded video þles are stored on the unit and 
can be downloaded via FTP. 
Recording will temporarily suspend the monitoring cycle.
 
Automatic Band-Scanning

The GOLDENEAGLE TV includes an automatic band scanning feature 
whereby the receiver will scan the entire band looking for channels 
without stopping the monitoring cycle. Monitoring can also be 
performed to automatically detect any RF level change on any of the 
channels in the band.
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